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(57) Abstract: Tfa gJnvention relates to a system and a method for monitoring connection-related communication data which is 
detected by a network node, especially by a switching network node of a telecommunication network and which is used to calculate 
charges. In order to determine in a precise manner the beginning, the end, and/or the duration of a communication connection and/or 
special features requested during a connection, suitable measure points (30, 40) of a call simulator (60) are initially sought outside 
of the network node (20) enabling the beginning and the end of a communication connection to be detected. Systematic measuring 
error occurring when a predetermined event (beginning or end of the connection) is measured between the point (28, 29) of the actual 
event and the measuring points(s) (30, 40) is then determined. The systematic measuring error is taken into account for the correction 
of time-relevant data determined in the call simulator (60). 

[Fortsetzung auf der nachsten Seitej 
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(57) Zusiiinmenliissun^: Die Erfindung bctriffl cin System und ein Verfahren zum Uberprufen der von einem Netzknoten, insbeson- 
dcrc von einem vermittclnden Netzknoten eines Tclekommunikationsnelzes erfassten verbindungsbezogenen Kommunikationsda- 
len, die zur Entgeltabrechnung verwendel werden. Um den Bcginn, das Ende und/oder die Dauereiner Kommunikationsverbindung 
und/oder wahrend einer beslehenden Verbindung angeforderter Dienslmerkmale prazise erfassen zu konnen, werden zunachst ge- 
eignele Messpunkte (30, 40) eines Rufsimulators (60) auBerhalb des Netzknotens (20) gesucht, an dencn Beginn und Ende einer 
Kommunikalionsverbindung erfasst werden konnen. Zudem wird der systematische Messfehler ermittelt, der beim Messen eines 
vorbeslimmten Ereignisses (Verbindungsanfang und Verbindungsende) zwischen dem Ort (28, 29) des tatsachlichen Ereignisses und 
dem oder den Messpunkten (30, 40) entsteht. Der systematische Messfehler wird dann zur Korrektur der im Rufsimulator (60) er- 
mittelten zeitrelevanten Daten heriicksichtigt. 



